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Communications Corp.

HD24855
Amplifier Specification
HD24855
Parameter Units Specification Comments
Frequency Range GHz 7.2-8.4
Small Signal Gain db 55typ.
Gain Flatness (+/-) db .5db/40MHz
Gain Flatness (+/-) db 1.0 full band
Gain Stability (+/-) db .5db/24hours at+/-10deg. Change
Noise Figure db 2.0max
Output Power (P1db) dbm 27typ.
Output Power (Sat) dbm 30max.
Spurious dbc -60
1P3 dbm 35min.
Input Ratio:1 1.8max. 1.5target
VSWR
Output Ratio:1 1.8max. 1.5target
Impedence ohm 50
Input Power Handling dbm 17
Supply Voltage Volts +12
Current ma 650typ.
Operating Temperature deg C -20 to +65
In SMA-F
Connector Type
Out SMA-F
Performance guaranteed at +25 deg. C.
Environmental conditions: Altitude of 10,0001t
Rev 04/08 HD Communications, Corp. Page 1

332-C Dante Court, Holbrook, NY 11741

Tel: (631) 588-3877, Fax: (631) 648-0518, Email: sales@hdcom.com




Ap.

Communications Corp.

HD24855
REVISIONS
REV DESCRIPTION DATE APPROVED
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NOTES, UNLESS OTHERWISE SPECIFIED:

1. ALL TOLERANCES ARE BEFORE PAINT HD Communications, Corp.
AND LABELING.
2. TOLERANCES ARE: XX + .020 e
AR i i HD24855

3. RF CONNECTORS ARE SMA FEMALE.
4. INTERPRET DRAWING PER ASME
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