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HD26034 12.0-18.0 GHz Amplifier
SPECIFICATIONS
Parameter Specification Remark
Frequency Range 12.0-18.0 GHz
Small Signal Gain 30 dB typ.
Gain Flatness +/- 1.5dB
Noise Figure 6.0dB
Output Power (1dB) 30dBm
IP3 38 dBm typ.
VSWR Input/Output 2.0:1
Input Power Handling +20 dBm CW max
Supply Voltage +12V
Current 1800 ma
Operating Temperature -20 to +65°C
Case type See attached
Connector type SMA F
Specifications are guaranteed at +25°C.
12/09 HD Communications Corp. Page 10f 2

Tel: (631) 588-3877 Fax: (631) 648-0518 Email: sales@hdcom.com

332-C Dante Court, Holbrook, NY 11741




HD26034

Hp.

Communications Corp.

12.0-18.0 GHz Amplifier

12/09

."

REVISIONS

Rev | DESCRIPTION

A Added TTL in 10724702 JR
B GND Connection 08714703 JR.
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NOTES, UNLESS OTHERWISE SPECIFIED:
1. ALL TOLERANCES ARE BEFORE PAINT HD Communications, Corp.
AND LABELING.
2. TOLERANCES ARE: XX % .020 TITLE
XXX + .010 HD26034
3. RF CONNECTORS ARE SMA FEMALE.
4. INTERPRET DRAWING PER ASME | FSCM NO. DWG NO. REV
Y14.5M~ 1994, S;E SC 0 XXX B
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